
Cable Seal 4 a two component high performance elastomer specifically designed for repair and 
sealing of cable stay anchorage. When fully cured, Cable Seal forms an extremely tough, abrasive 
resistant rubber, providing a permanent sealant between cable and anchor head.
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ASTM Test Method Unit Value

D792 1.07
D792 lb/ft3 67
D2240 Shore A 88
D4060

mg/loss 190
D412 lb/in2 950
D412 % 95

D624 pli 144
D1938 lbf/in NA

Pilgrim % 1.0
C 957 - passes

Property

Specific Gravity 
Density 
Hardness 
Taber Abrasion 
H-18 Wheel, 1000-g Load,
1,000 Cycles
Tensile Strength: 
950Ultimate Elongation 
Tear Strength

Split
Water Absorption:
  30 Days 
Crack Bridging 1000 Cycles 
Elongation Recovery C 957 %       passes

Typical Reaction Profile

Gel Time 4 min
Initial Cure 1 hr 
Final Cure 24 hr.

     Application Temperature Range 0-35°C

                Property         B Component       A Component

       Appearance at 25°C Gray      Clear Liquid
    Specific Gravity at 25°C 1.08     1.06
      Viscosity at 25°C, Cps 1500      1300



Adhesion:
Cable Seal 4 displays excellent adhesion to many different substrates, including steel, aluminum, concrete, and 
various polymeric surfaces. 
Thermal Resistance:
Cable Seal 4 retains its elasticity at temperatures ranging from -40°C to +110°C, enabling it to withstand various 
climactic conditions.
Abrasion Resistance:
Surfaces coated with Cable Seal 4 are exceptionally resistant to abrasion and wear.
Chemical Resistance:
Cable Seal 4 is highly resistant to de-icing salt solutions, dilute, non-oxidizing acids, caustic solutions, aliphatic 
hydrocarbons, and mineral oils.
Weather Resistance:
Cable Seal 4 has good resistance to all types of weathering, ozone, UV radiation, and high energy radiation.
Sealing Cracks:
Cable Seal 4 seals cracks and at the same time prevents moisture penetration and attack by aggressive sub-
stances.
Water Vapor and Gas Permeability:
Cable Seal 4 is waterproof, it has a high level of impermeability to water vapor.
Resistance to Hydrolysis and Microbial Attack:
Cable Seal 4 effectively helps to protect surfaces against hydrolysis penetration and offers excellent resistance 
to microorganisms.
Water Resistance:
Cable Seal 4  forms a homogeneous, seamless, and watertight seal with no weak points.
Tear Propagation Resistance:
Surfaces coated with Cable Seal 4 have excellent resistance to tear propagation and mechanical stress.

Surface Preparation:
Surfaces to be coated must be clean, dry and free from foreign substances that may inhibit bond.

Packaging:
Available in 600 ml (36.6 cu/in) two component cartridge system.

Application:
Shake Cable Seal 4 cartridge for a few minutes to redistribute pigment evenly throughout cartridge. Pigment 
tends to migrate to lower area of cartridge in storage. Remove protective nose cap from cartridge, install static 
mixer and nut. Load cartridge in two component manual gun, dispense and discard approximately one ounce 
of material to assure equalization of pistons.

Injection assembly consists of a PVC pipe with gasket on one end and a cap with injection port on the other 
end. The injection port is connected to a translucent flexible tube, which in turn allows the static mixer of the 
cartridge to be connected to the other end of the tube. Secure injection assembly (PVC) to anchorage using 
hand pressure. Dispense immediately two-part Cable Seal 4 through injection assembly into anchorage. Cable 
Seal 4 should be placed in sufficient quantity to fill cavity in anchor head. Gel time of Cable Seal 4 is approxi-
mately 4 minutes. Complete repair of a strand in one continuos operation. If dispensing is interrupted for more 
than 4 minutes material will gel in the static mixer and assembly. To continue you must replace with a new static 
mixer and proceed.

For complete details refer to VSL’s Stay Cable-Method Statement: Repair Procedure for Anchorage Seal Rev2.
 

Storage temperatures should not exceed 90°F. Shelf life stored under these conditions is 6 months.
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